
 

 

 

 

ACCEPTABLE WASTE 
TYPES CONDITIONS ACCEPTABLE WASTE 

TYPES CONDITIONS 

Boiler Blowdown  Brine Water  

Caustic Solutions *Contact Site Contaminated Debris and Soil 
- Chemical/Solvent 

 

Contaminated Debris and 
Soil - Crude Oil/Condensate 

 Contaminated Debris and Soil 
- Mercury/Metals 

 

Hydrotest Fluids – Methanol  Ion Exchange Resin 
Regenerant Liquids 

 

Pigging Waste – Liquid and 
Wax 

 Polychlorinated Biphenyls – 
Contaminated Solids <50 ppm *Analysis or SDS required. 

Polychlorinated Biphenyls – 
Liquids <2 ppm *Analysis or SDS required. Sludge – Cooling Tower  

Sludge – Process  Solvent/Residues – Non-
Halogenated Aliphatic *Require SDS or analysis. 

Solvents/Residues – 
Halogenated 

*Contact Site; 
*Could affect sales oil. Sweetening Agents – Liquids *Contact Site; 

*Could affect sales oil. 
Wash Fluids – Organic  Wash Fluids – Water  

Waste – Miscellaneous  
Water – Contaminated 

(Leachate, Collected Surface 
Water) 

 

Water – Produced (Including 
Brine Solutions) 

   

 

Atmore East SWD 
 
LSD: 11-21-067-17 W4M 
Alberta Energy Regulator Approval: WM 202 
Manager: Kevin Plante 
Sales: Jeremy Hunka 
Site: 780-404-4209 
Email: AtmoreSWD@r360canada.com 
 

SERVICES OFFERED 
• Completion Fluids • Produced Water • Waste Water 

UNACCEPTABLE WASTE TYPES 
• Amines 
• Asbestos 
• DMDS 
• Domestic Waste (Garbage and 

Sewage) 

• Frac Fluids/Solids – Radioactive 
• Mercaptan/Spent Scavenger 
• NORM 
• Oxidizing Substances 

• PCB Liquids >2 ppm 
• PCB Solids >50 ppm 
• Spontaneously Combustible 
• Water Reactive 

mailto:AtmoreSWD@r360canada.com

